
These details are approximate. Complete specification details and associated certificates together with tolerances applying to the above can be provided upon request. We reserve the 
right to modify technical specifications without prior notice. Due to method of manufacture perfect pattern and/or colour matching can not be guaranteed. In cut-pile carpeting, in rare 
cases, shading/pile reversal may occur without affecting its fitness for use. Shading/pile reversal can not be considered as a manufacturing or a material defect and will not affect the 
durability of the carpet.
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EN 14041 EN 1307

Optimize
Gauge	 5/32

Twist

Velluto

Primary backing 	

1000 gr/m²

80.600/m²

Actionback

400 cm	 500 cm		

1750 gr/m²	 1750 gr/m²

8,6 mm	 8,6 mm

25 m		  25 m

DOP	 1087#219006/OPM/SSB	 1087#219006/OPM/SSB

Efl		  Efl

22		  22	

TOG rating	 1,3		  1,3	

Actionback l 400 cm	 109 l 131 l 141 l 153 l 155 l 161 l 315 l 335 l 964 l 965 l

	 Actionback l 500 cm	 109 l 131 l 141 l 153 l 155 l 161 l 315 l 335 l 964 l 965 l

109	 Steel	 131	 Castlerock	 141	 Black	

	 153	 Dark Grey	 155	 Pigeon	 161	 Charcoal	

	 315	 Pepper	 335	 Cappuccino	 964	 Walnut	

	 965	 Beaver

06.11.2019 l ISO N090N02/2/01-01-10

Typ

Okreslenie runa

Tkany

Waga runa

Gestosc tkania

Podklad

Szerokosc

Waga calkowita

Wysokosc calkowita

Runo wew./na zew. Wew Wew

Dlugosc rolki

Atest trudnopalnosci

Klasa uzytkowa

Dostepne kolory

Okreslenie kolorow
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Optimize

109 - 400/500 cm

153 - 400/500 cm141 - 400/500 cm131 - 400/500 cm

315 - 400/500 cm161 - 400/500 cm155 - 400/500 cm

965 - 400/500 cm964 - 400/500 cm335 - 400/500 cm




